
Затворы дисковые поворотные 
с металл. уплотнением серии McCannalok

Технические характеристики

Архангельск (8182)63-90-72  
Астана (7172)727-132   
Астрахань (8512)99-46-04   
Барнаул (3852)73-04-60   
Белгород (4722)40-23-64    
Брянск (4832)59-03-52   
Владивосток (423)249-28-31  
Волгоград (844)278-03-48   
Вологда (8172)26-41-59   
Воронеж (473)204-51-73   
Екатеринбург (343)384-55-89 
Иваново (4932)77-34-06  

Ижевск (3412)26-03-58 
Иркутск   (395)279-98-46      
Казань (843)206-01-48   
Калининград (4012)72-03-81 
Калуга (4842)92-23-67    
Кемерово (3842)65-04-62     
Киров (8332)68-02-04    
Краснодар (861)203-40-90   
Красноярск (391)204-63-61  
Курск (4712)77-13-04     
Липецк (4742)52-20-81 
Киргизия (996)312-96-26-47

Магнитогорск (3519)55-03-13   
Москва (495)268-04-70   
Мурманск (8152)59-64-93         
Набережные Челны (8552)20-53-41 
Нижний Новгород (831)429-08-12  
Новокузнецк (3843)20-46-81   
Новосибирск (383)227-86-73    
Омск (3812)21-46-40    
Орел (4862)44-53-42    
Оренбург (3532)37-68-04    
Пенза (8412)22-31-16
Казахстан (772)734-952-31  

Сургут (3462)77-98-35 
Тверь (4822)63-31-35  
Томск (3822)98-41-53    
Тула (4872)74-02-29     
Тюмень (3452)66-21-18   
Ульяновск (8422)24-23-59   
Уфа (347)229-48-12     
Хабаровск (4212)92-98-04 
Челябинск (351)202-03-61 
Череповец (8202)49-02-64 
Ярославль (4852)69-52-93

Пермь (342)205-81-47   
Ростов-на-Дону (863)308-18-15 
Рязань (4912)46-61-64    
Самара (846)206-03-16    
Санкт-Петербург (812)309-46-40 
Саратов (845)249-38-78   
Севастополь (8692)22-31-93 
Симферополь (3652)67-13-56  
Смоленск (4812)29-41-54    
Сочи (862)225-72-31 
Ставрополь (8652)20-65-13      
Таджикистан (992)427-82-92-69 
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Features
• Body Style: Wafer, Lug and Double Flanged

ASME Class 150 and 300: 2-1/2” – 30” (65mm - 750mm)

ASME Class 600: 3” – 14” (80mm - 350mm)

• Capabilities up to 900 °F (482 °C)

• Wear-resistant Inconel® 718 metal seat

provides industry leading low torque

• 3rd party validated high temperature tested

• High strength, anti-blowout one piece stem

• Nitrided disc for abrasion resistance

• Contoured disc to maximize flow

• Full face retaining ring protects seat

in abrasive applications

• Easily accessible and adjustable stem packing

• Class IV bi-directional leakage rates through

full pressure range tested in accordance to

IEC 60534-4 and ANSI/FCI 70-2-2013

• Alternative flange drilling available

The Bray/McCannalok Metal Seated Valve has  been 
extensively performance tested in our state-of-the-art 
technology center and test  laboratory. The Inconel® 
718 metal seat has  been contoured to provide  
control, strength and flexibility in HIGH TEMPERATURE 
applications. The Technology Group’s design validation 
procedure includes cycle, torque and leakage testing  
to ensure long service life.

Applications

High Temperature

Abrasive 

Hot Oil

Hot Air and Gas

Saturated Steam

Slurries

Chemical Processing

Modulation and Control

Metal Seated Wafer Valve

Bray offers a full range of electric 
and pneumatic actuators with  

accessories to meet your  
modulation and control needs.

Затворы дисковые поворотные серии McCannalok



Bray/McCannalok Metal Seated High Performance Butterfly Valves

Materials of Construction: 
Multiple trim combinations allow flexibility to meet your actual application.

Item 500 °F (260 °C) 750 °F (399 °C) 800 °F (426 °C) 900 °F (482 °C)
Body/ 
Retaining Ring: 

Carbon Steel: ASTM A216 Gr WCB or ASTM A516 Gr 70 
Stainless Steel: ASTM A351 Gr CF8M

Stainless Steel: 
ASTM A351 Gr CF8M

Stem: 
17-4 PH Stainless Steel:
ASTM A564 Type 630 Gr H1150D

Stainless Steel: ASTM A479 Gr 316 Strain Hardened Level 1 
(optional) Nitronic 50 (XM-19)
For applications that require full ASME ratings, please consult factory.

Disc: Nitrided Stainless Steel, ASTM A351 Gr CF8M

Seat: Inconel® 718

Bearings:
316 Stainless Steel  
with TFE and Glass Fabric Liner 

Nitrided 316 Stainless Steel

Packing: PTFE/Carbon Fiber Flexible Graphite rings
ASTM A352 Grade LCC Impact-Tested Carbon Steel is available for -50 °F (-46 °C) minimum rating.  
Inconel® is a registered trademark of Inco Alloys International, Inc.

Metal Seated Lug ValveMetal Seated Lug Valve

Stem

Packing

Bearings

Seat

Disc

Retaining
Ring

Body



Архангельск (8182)63-90-72  
Астана (7172)727-132   
Астрахань (8512)99-46-04   
Барнаул (3852)73-04-60   
Белгород (4722)40-23-64    
Брянск (4832)59-03-52   
Владивосток (423)249-28-31  
Волгоград (844)278-03-48   
Вологда (8172)26-41-59   
Воронеж (473)204-51-73   
Екатеринбург (343)384-55-89 
Иваново (4932)77-34-06  

Ижевск (3412)26-03-58 
Иркутск   (395)279-98-46      
Казань (843)206-01-48   
Калининград (4012)72-03-81 
Калуга (4842)92-23-67    
Кемерово (3842)65-04-62     
Киров (8332)68-02-04    
Краснодар (861)203-40-90   
Красноярск (391)204-63-61  
Курск (4712)77-13-04     
Липецк (4742)52-20-81 
Киргизия (996)312-96-26-47

Магнитогорск (3519)55-03-13   
Москва (495)268-04-70   
Мурманск (8152)59-64-93         
Набережные Челны (8552)20-53-41 
Нижний Новгород (831)429-08-12  
Новокузнецк (3843)20-46-81   
Новосибирск (383)227-86-73    
Омск (3812)21-46-40    
Орел (4862)44-53-42    
Оренбург (3532)37-68-04    
Пенза (8412)22-31-16
Казахстан (772)734-952-31  

Сургут (3462)77-98-35 
Тверь (4822)63-31-35  
Томск (3822)98-41-53    
Тула (4872)74-02-29     
Тюмень (3452)66-21-18   
Ульяновск (8422)24-23-59   
Уфа (347)229-48-12     
Хабаровск (4212)92-98-04 
Челябинск (351)202-03-61 
Череповец (8202)49-02-64 
Ярославль (4852)69-52-93

Пермь (342)205-81-47   
Ростов-на-Дону (863)308-18-15 
Рязань (4912)46-61-64    
Самара (846)206-03-16    
Санкт-Петербург (812)309-46-40 
Саратов (845)249-38-78   
Севастополь (8692)22-31-93 
Симферополь (3652)67-13-56  
Смоленск (4812)29-41-54    
Сочи (862)225-72-31 
Ставрополь (8652)20-65-13      
Таджикистан (992)427-82-92-69 

Единый адрес для всех регионов: bya@nt-rt.ru || www.bray.nt-rt.ru

mailto:bya@nt-rt.ru
http://www.bray.nt-rt.ru

	Series 3H Weights Dimensions 2-12
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